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DAQ channel assignment (readout channels)

Shaper boards. Racks 1,2. Crate 1

Station (detector)
Si channel 1 2 3 4 5 6

1 1 13 | 25 | 37 | 49 | 61

2 2 14 | 26 | 38 | 50 | 62

3 3 15 | 27 | 39 | 51 | 63

4 4 16 | 28 | 40 | 52 | 64

5 5 17 | 29 | 41 | 53 | 65

6 6 18 | 30 | 42 | 54 | 66

7 7 19 | 31 | 43 | 55 | 67

8 8 20 | 32 | 44 | 56 | 68

9 9 21 | 33 | 45 | 57 | 69

10 10 | 22 | 3 | 46 | 58 | 70

11 11 | 23 | 3 | 47 | 59 | 71

12 12 | 24 | 36 | 48 | 60 | 72

WFDs
Station 2 4 6 8 10 | 12 14 | 16 | 18 20
CAMAC crate #3 (blue) and #5 (yellow)
WFD ch 1 1 3 5 7 9 11 13 | 15 | 17 [72,PMT
WFD ch 2 19 | 210 | 23 | 25 | 27 | 29 | 31 | 33 | 35 |73,PMT
WFD ch 3 37 | 39 | 41 | 43 | 45 | 47 | 49 | 51 | 53 |74,PMT
WFD ch 4 55 | 57 | 59 | 61 | 63 | 65 | 67 | 69 | 71 |75 PMT
CAMAC crate #4 (blue) and #6 (yellow)

WFD ch 1 2 4 6 8 10 | 12 [ 14 | 16 | 18 |76, Vstep
WFD ch 2 20 | 22 | 24 | 26 | 28 | 30 | 32 | 34 | 36 |77, Hstep
WFD ch 3 38 | 40 | 42 | 44 | 46 | 48 | 50 | 52 | 54 |78 TPRL
WFD ch 4 56 | 58 | 60 | 62 | 64 | 66 | 68 | 70 | 72 |79, TPRT

Vstep, Hstep — vertical/horizontal target stepper motor pulse
TPRL - test pulse returned leading edge
TPRT - test pulse returned trailing edge

Page 1




	Sheet1

